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1.	 Check for 13272A Installation Kit: After taking CC208c unit out of the boxing, make sure that the  
	 installation kit is present with the unit.  

2.	 Check for KP-CC-BIB Bypass: Next, check for the KPRO Bypass Unit. It is labeled as KP-CC-BIB.

3.	 Install Bypass Kit: Ensure proper clearance for bypass to be installed behind or above softener unit.  
	 Secure with appropriate anchoring tools for installation wall area. (Refer to picture 1A) 

4.	 Setting Brine Float: carefully remove brine float from white, protective housing and set the salt setting  
	 by measuring from the very bottom of the device up 5 ¾”. Line the top of the black float cup up to the  
	 measured point of 5 ¾” and then carefully put back into the white, protective housing area. Be sure to  
	 not catch the brine float cup on the side of the housing. Finish by hand securing all connections to the  
	 brine float system. (Refer to picture 2A & 2B) 

5.	 Running Drain Lines: Run a drain line to discharge point. FOLLOW ALL STATE AND LOCAL CODES.  
	 Before connecting unit, check for any obstructions or kinks. Apply Teflon tape to pipe threads on side  
	 of softener valve and install the two fittings supplied. Connect drain line to softener drain connection. 

PRE-WORD: This is a shortened version of KineticoPRO’s Compact Commercial 
Cabinet Softener manual. The instructions below will cover the installation of 
the CC206c & CC208c model. If you have any questions on parts, placement,  
or solutions please consult the full-length manual online.
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6.	 Connecting Hoses: Take hosing out of installation kit box. Next, apply O-rings to male thread ends on  
	 the hoses. Make sure that O-rings are properly lubricated on threading. Insert male thread ends into  
	 both inlet and outlet sides of the softener control head. Then fasten female thread ends into the bypass  
	 or plumbing system. Make sure that inlet and outlet sections of the plumbing are properly aligned with  
	 the inlet and outlet sections of the softener.

7.	 Pressurizing & Purging Air from Softener Tanks: To pressurize the tanks, open the inlet valve slightly  
	 and allow tanks to fill slowly with water. Water will run at the drain until the unit is full and pressurized.  
	 With the unit in service and under pressure, allow the brine well to fill with water until the brine valve  
	 shuts off. Take a screwdriver and push down on the actuator screw on the top of the softener control  
	 head. Turn black indicator dot to the end of right-sided “backwash”. Let the water fill the right tank for  
	 approximately 3 minutes. Next, repeat this process by turning black indicator dot to the left-sided  
	 “backwash”. Then let the left tank fill for approximately 3 minutes. (refer to picture 3A)

Picture 2A

Unit BrineS etting 206 Cabinet2 08 Cabinet 12x20” 18 x3 5”
CC 206 0.5l bS etting () 5 ”X (1)7 ”X
CC 206 1.0l bS etting () 6 ”X (1.5) 7 ”( 1) 7 ”
CC 208 1.0l bS etting X( )5 ” (1.5) 7 ”( 1) 7 ”
CC 208 1.4l bS etting X( )5 ”( A) 7 ”( 1.5) 7 ”
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8.	 Add Purified Pellet Salt:  Before leaving, add around  
	 two 40 lbs bags of purified pellet salt to the brine well  
	 area. Do NOT use rock salt or other unpurified salts.

9.	 Unit in Service: The installation is now complete, and  
	 the unit is in service. Check to make sure that there  
	 are no leaks in hosing or internal fittings. 


